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CAT6A

CAT6A U/UTP 23AWGX4P
LSZH JACKET 305M ROLL GREY
Experience unparalleled connectivity with the 4Cabling CAT6A U/UTP Ethernet Cable, featuring 
a high-performance 23AWGx4P construction and LSZH (Low Smoke Zero Halogen) jacket. This 
cable is the ideal solution for those who prioritize safety and reliability in their network instal-
lations. The LSZH jacket ensures minimal smoke emission and low toxicity in the event of a 
fire, making it suitable for environments where safety is paramount. The 305m roll, conve-
niently supplied on a plastic reel, offers flexibility in installation, allowing you to tailor your 
network setup to your specific requirements.

The grey color of this CAT6A cable not only adds a sleek and professional aesthetic to your 
network infrastructure but also signifies its compliance with international standards. With 
adherence to ISO/IEC 11801, ANSI/TIA-568.2-D, EN 50173, and IEC 61156-5, you can trust that 
this cable meets the stringent requirements for performance and quality. Whether you are 
setting up a business network, data center, or home connectivity solution, this CAT6A cable 
provides the bandwidth and reliability needed for today's data-intensive applications.

 Invest in the future of your network with the 4Cabling CAT6A U/UTP cable, offering superior 
performance, safety features, and compliance with industry standards. Upgrade your infra-
structure with confidence, knowing that this cable is designed to meet the demands of today's 
high-speed data transmission while prioritizing safety and durability.

FEATURES
U/UTP
Colour: Grey
Length: 305m
Gauge: 23AWG

COMPLIANCES
ISO/IEC 11801, ANSI/TIA-568.2-D, EN 50173 and IEC 61156-5

WARRANTY
1-year limited warranty
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Schema Product Description
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Construction Item Description

Conductor
Construction AWG 23

Material / Oxygen-Free Bare Solid Copper

Insulation

Material / HDPE 8303

Proportion g/cm³ 0.97

Outside Diameter mm 1.01±0.02

Average Thickness mm 0.21

Color /

1p：blue stripe+white+blue stripe & blue

2p：orange stripe+white+orange stripe & orange

3p：green stripe+white+green stripe & green

4p：brown stripe+white+brown stripe & brown

Pair Twist Lay & Direction mm

1p：S=15.5(26%)

2p：S=11.0(19%)

3p：S=14.0(24%)

4p：S=12.5(21%)

Inner Assemble Lay & Direction mm S=110±5

Filler
Cross Member mm 5.2±0.1 x 5.2±0.1 x 0.63±0.01(FRPE+PP)

Ripcord / 300D

Outside Shield

Shield / /

Construction mm /

Material / /

Coverage % /

Jacket

Material / LSZH

Temperature Class � Rated 60 or 75

Hardness A 81±3

Outside Diameter mm 8.0±0.5

Average Thickness mm 0.8 + Gear

Minimum Thickness mm NA

Color / according to the customer’s requirements

Marking Color / according to the customer’s requirements

Marking
Letter(height*width) mm according to the customer’s requirements

Template / according to the customer’s requirements

CAT6A
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Schema Product Description

Inner Conductor
Composition：Oxygen-Free Bare Solid Copper (OFC)

Diameter：See table below

Insulation
Diameter：See table belo

Composition：High density Polyethylene (HDPE)

w

Cross Member
Type of filler：Cross Member

Composition:Flame Retardant Polyethylene+Polypropylene

Ripcord
Type of filler：Ripcord

Composition：Polyester

Jacket
Composition：LSZH

Dimensions：See table below

Dimensional Table
Nb

pairs
Section Diameter of inner

conductor (mm)
Diameter of insulated

conductor (mm)
Minimal thickness of

jacket (mm)
Diameter of outer

jacket (mm)(AWG)
4 23 NA 1.01±0.02 0.8 + Gear 8.0±0.5

Diameters of inner conductor and insulated conductor must be designed in order to reach the electrical and transmission properties of CAT6A.

Color Table
Pair No. Conductor 1 Conductor 2

1 blue stripe+white+blue stripe Blue

2 orange stripe+white+orange stripe Orange

3 green stripe+white+green stripe Green

4 brown stripe+white+brown stripe Brown

Reference Standard

Materials
Fire

performance
Electrical

performance

Low Smoke(LS) Zero Halogen(ZH)

Reach
regulation

RoHs
Directive

Smoke Density
during

combustion

Amount of
Halogen acid gas

during
combustion

Degree of acidity
(corrosivity) of

gases for materials
during combustion

Insulation Jacket

EN

50290-2-23

EN

50290-2-27

ANSI/TIA-568.2-D

EN 61034-

EN
50575:2014+D

1:2016
2 EN 60754-1 EN 60754-2 (EU)2015/863

ISO/IEC 11801

EN 50173

IEC 61156-5

Mechanical Properties

Test Method

According to
In Standard NF EN 60811-1-1 (IEC 60811-501)

L0=200mm, speed=100mm/min
L0=20mm,

speed=250mm/min (or 25mm/min for PE&PP insulation)

INNER CONDUCTOR INSULATION JACKET
Tensile Strength (MPa) - ≥ 10 MPa ≥ 10 MPa

Elongation (%) 9%~24% ≥ 200 % ≥ 125 %

Thermal Properties
Operating Temperature Range (°C) -20 ~ +75

Installation Minimum Bend Radii(mm) 8*OD

Rated Voltage(V) 300

CAT6A
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Electrical Properties
Conductor Resistance at 20°C NF EN 50289-1-2 / IEC 60189-1 ≤ 9.3 Ω / 100m
Resistance unbalance within a pair NF EN 50289-1-2/ IEC 60708 ≤ 2%
Dielectric Strength
Test Voltage (cd/cd): 1.00KV DC or 0.7 KV AC for 1 min NF EN 50289-1-3 / IEC 61196-1-105 No breakdown
Test Voltage (cd/screen): 1.00KV DC or 0.7 KV AC for 1 min
Insulation Resistance at 20°C after 2min of electrification under a DC voltage
between 100 & 500V

NF EN 50289-1-4 / IEC 60885-1 >1500 MΩ / 100m

Capacitance unbalance pair to ground at 1 kHz NF EN 50289-1-5 / IEC 60189-1 40 pF / 100m max
Mean Impedance at 0-500 MHz NF EN 50289-1-11/ IEC 61156-1 100 ± 5 Ω
Coupling Attenuation IEC 61156-5 Type 2
Transfer Impedance IEC 61156 Grade 2

Transmission Properties
CAT6A U/UTP

No.
Frequency Attenuation (Max)

Propagation Delay

(Max)

Propagation Delay Skew

(Max)
Return Loss (Min) NEXT (Min) PS NEXT (Min) EL-FEXT (Min) PS EL-FEXT (Min)

MHz dB/100m ns/100m ns/100m dB(on 100m) dB(on 100m) dB(on 100m) dB(on 100m) dB(on 100m)

1 4 3.8 552 45 23.01 66.27 63.27 55.96 52.96

2 8 5.31 546.73 45 24.52 61.75 58.75 49.94 46.94

3 10 5.93 545.38 45 25 60.3 57.3 48 45

4 16 7.49 543 45 25 57.24 54.24 43.92 40.92

5 20 8.38 542.05 45 25 55.78 52.78 41.98 38.98

6 25 9.38 541.2 45 24.32 54.33 51.33 40.04 37.04

7 31.25 10.5 540.44 45 23.64 52.88 49.88 38.1 35.1

8 50 13.36 539.09 45 22.21 49.82 46.82 34.02 31.02

9 62.5 14.99 538.55 45 21.54 48.36 45.36 32.08 29.08

10 100 19.13 537.6 45 20.11 45.3 42.3 28 25

11 125 21.51 537.22 45 19.43 43.85 40.85 26.06 23.06

12 200 27.58 536.55 45 18 40.78 37.78 21.98 18.98

13 250 31.07 536.28 45 17.32 39.33 36.33 20.04 17.04

14 300 34.27 536.08 45 17.3 38.14 35.14 18.46 15.46

15 350 37.25 535.92 45 17.3 37.14 34.14 17.12 14.12

16 400 40.05 535.8 45 17.3 36.27 33.27 15.96 12.96

17 450 42.71 535.7 45 17.3 35.5 32.5 14.94 11.94

18 500 45.26 535.61 45 17.3 34.82 31.82 14.02 11.02

Application
The cable must support class EA applications and must be compatible POE, POE+ and UPOE.

Marking
Type ink

Color According to the customer’s requirements

Text According to the customer’s requirements

Packing
Type of Packing Dimension(mm) Qt of per Packing(m) Label Type Cut Allowed Tolerance Length(%)

Drum NA NA NA No 0

CAT6A
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Product Design Card

Rev.：
Product Description: CAT6A U/UTP 4x2x23AWG (CPR D ca-s1a,d1,a1)

A ECN Description：

Construction Item Description

Conductor
Material Oxygen-Free Bare Solid Copper

Elongation ≥15%
OD 23AWG

Insulation

Material HDPE 8303
OD 1.01±0.02

Average THK 0.21mm

Color

1p: white + 2 blue stripes &
blue

2p: white + 2 orange stripes
& orange

3p: white + 2 green stripes
& green Mechanical Property

4p: white + 2 brown stripes
& brown insulation

elongation before aging ≥ 200%

Pair Twist Lay&Direction

1p：S=15.5mm(26%) tensile strength before aging ≥10 MPa

2p：S=11.0mm(19%)

jacket

elongation before aging ≥ 125 %

3p：S=14.0mm(24%) tensile strength before aging ≥10 MPa

4p：S=12.5mm(21%) elongation after aging ≥ 100 %

Inner
Assemble

Lay S=110±5mm tensile strength after aging ≥ 8 MPa

Direction according to the drawing Packing
Filler 5.2±0.1mm x 0.63±0.01mm

OD / Drum NA

Filler
Material Ripcord

Construction 300D

Outside
Shield

Shield /

Construction /

Material /

Coverage /

Jacket

Material LSZH

Hardness 81A±3A

OD 8.0±0.5mm

Average THK 0.8mm+Gear

Color
according to the customer's

requirements

Marking Color
according to the customer's

requirements

Marking
according to the customer's

requirements

CAT6A


