
1 https://dataworld.com.au/product/active-displayport-male-to-hdmi-female-adaptor-15cm/
4/29/24

Active DisplayPort Male to HDMI® Female Adaptor - 15cm PDF
4Cabling Pty Ltd
ABN 74 123 035 889
4cabling.com.au

SALES SUPPORT:
1300 855 235
sales@4cabling.com.au

STORE LOCATIONS:
Sydney | Melbourne |
Brisbane | Perth

Active DisplayPort Male to HDMI® Female Adaptor - 15cm

Product Images

Description

Active DisplayPort Male to HDMI Female Adaptor - 15cm
The DisplayPort to HDMI Active adapter lets you connect your DisplayPort video source (desktop PC, laptop, etc.) to a HDMI
monitor, projector, or display, including televisions and LCD panels, eliminating the expense of having to upgrade to a
DisplayPort-capable monitor. Unlike passive adapters, this DP 1.4 to HDMI 2.0 converter offers an active conversion for use with
any DisplayPort output - ideal for graphics cards that are not capable of outputting multi-mode DP++ signals (e.g. ATI Eyefinity).
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Supporting resolutions up to 4K2K at 60hz, this compact device provides a simple solution for converting DisplayPort output for
compatibility with existing HDMI monitors, televisions, or projectors.

With the latest Parade PS-176 Chip. Full Specifications of PS-176 are available from this link:
https://www.paradetech.com/products/ps176/

This Active adapter supports 3 monitor display configurations powered by AMD Eyefinity Multi-Display technology.

Features
Integrates a DisplayPort receiver and HDMI 2.0 transmitter for video format conversion
Supports display resolution up to 4096 x 2160 at 60Hz frame rate with 24-bit color and 4:4:4 color sampling, using a 4
lane DP 1.2a, DP 1.3, or DP 1.4 input at the HBR2 (5.4Gbps) data rate
Jitter cleaning PLL provides a stable HDMI output signal with a wide compliance margin
HDCP 1.4 and HDCP 2.3 repeater function with on-chip keys
Internal YCbCr 4:4:4 /4:2:2 to YCbCr 4:2:0 conversion capability
Includes on-chip microprocessor with internal SPI ROM
1.2V core power supply & 3.3V I/O power supply
Low power consumption
An internal crystal oscillator supports external crystal or reference clock
ESD: HBM 7kV
48-pin 6x6mm QFN package, RoHS Halogen-free

Warranty
1-year limited warranty.

Why 4Cabling?
Australia's leading importer & wholesaler of 19" server racks, copper, ethernet cable, fibre optic leads & structured
networking products
ISO 9001, NSW Govt. & GITC (QLD Govt.) approved supplier
Secure online shopping 24/7
A loyal customer base of 100k+ who trust us for their data & electrical needs
Over 3000 quality products in stock ready to go
All products are approved as per local Australian standards
Warranty & peace of mind return policy
Lightning-fast delivery nationwide
Expert advice
Proudly 100% Australian owned & operated

https://www.paradetech.com/products/ps176/
https://dataworld.com.au/product/active-displayport-male-to-hdmi-female-adaptor-15cm/

